Nasta niva IGT tryckbarhetstestare
Inledning AMSTERDAM FAMILY

TRYCKBARHET

IGT star for tryckbarhet.
Under arens lopp har IGT
utvecklat flera test

metoder med fokus

om tryckbarhet. Dessa ar
testmetoder har varit
omfamnas av tillverkare
och forskningsinstitut i hela
over hela vérlden for att

den erforderliga kvaliteten pa
substrat och black. Den
IGT-testmetoder dr en
viktigt stod for att sdkerstalla
konsekvens i kvaliteten

av substrat och black for

en specifik tryckteknik,

for att testa eventuella
Fargens sammansattning

och substrat och att testa

paverkan av dessa pa
utskrivbarheten. Dessa test
metoder ar en vasentlig

stod till tillverkare och

forskningsinstitut, samt

for bearbetningsforetag,
IGT AMSTERDAM att anvandas som intradesbiljett
MANGSIDIG TESTARE AV TRYCKBARHET kontroll f6r deras inkommande
IGT Amsterdam tryckbarhetstestare har en hég niva av material med ayseende pd
automatisering. Varje atgard utférs av en intern dator, som wiskifeberiet,
kontrollerar alla komponenter: korrekt placering av tryckskivan,
det 6gonblick da trycket appliceras pa varje enskild tryckaxel, den
tryckskivans exakta kraft pa sektorn, bérjan av utskriften, den
utskrift med konstant eller 6kande hastighet enligt en specifik hastighet
profil och aktivering av kameran som tar en hégupplost
skanna for analys. Dessa installningar har férprogrammerats per
testmetod och kan inte andras av anvandaren. Naturligtvis kan testmetoder
for vilka alternativ i installningar, som (slut)hastighet, ar nédvandiga, ar
mojlighet att dndra dessa instédllningar ges till operatéren. Eftersom
av detta ar IGT Amsterdam ett mycket anvandarvénligt instrument, som
garanterar ett enhetligt satt att utfora varje specifik testmetod.
Operatoren uppmanas att utfora vissa atgarder och i slutet av

varje test presenteras resultaten pa displayen.




Nasta niva IGT testare av tryckbarhet
Integrerad kamera och analyssystem

AMSTERDAM NEXT LEVEL

De omfattande, automatiserade testmetoderna forhindra
anvandaren fran att géra misstag och variationer

i resultaten minimeras darfor. Darfor ar

resultatet av ett test &r mindre beroende av

operatér. Med "nasta niva" av IGT:s testsystem

syftar till att eliminera operatorsbias vid bedémning av
resultaten. For flera testmetoder algoritmer

har utvecklats for att utvardera testresultatet.

Ingen linjal behovs langre for att mata

langd pa blackflacken i tryckningen Penetration

test; langden bestams helt enkelt direkt

efter att trycket har gjorts. | oktober 2019

IGT lanserade IGT Pick-analysatorn fér IGT Pick S— prombodii ol

ISO 3783. Algoritmen visar pa ett snyggt sitt valet Onced i
Pk V! . ma

motstand pa skdarmen, med hansyn till typen av oo LS s

plocka testolja, hastigheten och temperaturen pa

omgivningen.

Vara programvaruingenjorer kommer att fortsatta at
nya analysatorer, och dessa kommer sedan att tillka

IGT Pick I1SO 3783: testresultatet
pa webbplatsen.

Hittills har algoritmer utvecklats for
foljande testmetoder: Plockning - Heliotest - Mottle -
Tryckpenetration - IGT Skrovlighet - Hydro-expansivitet.
En aktuell 6versikt finns pa IGT:s webbplats.




AMSTERDAM FAMILY

OVERVIEW IGT TEST METHODS

IGT is pleased to offer you configurations that are focused on R&D, with a set of different test methods, as well as instruments

intended for Quality Control, where mostly just a single test is performed. The ultimate printability tester is the Amsterdam 6. This

unit is equipped with 6 printing shafts, 2 doctoring systems and a high-resolution camera. With this instrument any desired printability

test becomes possible. For companies who do not need all test methods, IGT has developed several Amsterdam family varieties.

Prinl penelralion W2d Paper Paper 1GT Frinl Penctration liquid 1
IGT Roughness Wag Paper Paper IGT Roughness selution 1
At R | eeigmae |
Strike through W43 Paper Paper, Newsprint, Tissue Paste ink Gttt ?;ireutm Hleks 1
Hydro-expansivity WES Faper Faper VWater Inkjet 1
PFick: 1GT 150 3783 Wi Linting, Pick Paper, Paperboard L'\?R:\'f:t’ém Offset 1
Pick: Westvaco wag Linting, Pick Paper, Faperboard LI\?T\:\:C:TEEQJ Offset 1
Pick: Wet pick / wet repellence W32, W66 Linting, Pick Paper, Paperboard Paste ink Offset 2
Pick: Offsel {Delamination) WES, W75 Linting, Pick Coated paper, Paperboard LIET\:EI::\TESL Offset 1
Pick: PassesToFail Index & Curve WES, WET, WBa Linting, Pick Coaled paper, Paperboard Al ':CZ L(;HL ink Offset 1
Linting Wdd Linting, Pick Uneoated paper, Paperboard, Mewsprint, Tissue Paste ink Offset 1
Linting, pre-welled Weo Linting, Pick Uncaated paper, Paperboard, Mewspnnt, Tissue Paste ink Offset 2
Mottle: Print Curve / Index WSS Mottle, Paper Paper, Paperboard Paste ink Offset 2
Meollle: Back Trap Curve / Index W57 Mottle, Paper Paper, Paperboard Paste ink Offset 2
Mottle: Ink Trap Curve / Index WEE Mottle, Paper Paper, Paperboard Paste ink Offset 2
Mollle: Waler inlerference Curve / Index Wso Mottle, Paper Paper, Paperboard Paste ink Offset =
Gravure 180° / 360° WET Gravure Coated paper, Paperboard, Foll, Textil, Metal Liguid ink Gravure |
Heliotest W41 Gravure, Faper Paper, Paperboard IGT Helio test ink 1
Gravure Set-off 4 times Gravure, Pager, Ink Coated paper, Paperboard, Foil Ligjuid ink Gravure 2
Print varnish Offset Paper, Paperboard, Foil Wamish OffﬂT:‘.kiC:’:\;\;l:érlexf! 2
Ink Trapping (wet on wet) 2C Wae Offsel Baper Pasle ink Offset 2
Ink Trapping (wet on wet} 4C Was Offset Paper Paste ink Offset 3-5
Colour/density/ink transfer W0 Offset, Paper Substrale Paste ink Offset 1
Halftone Printing W45 Offset, Paper Substrate Paste ink Offset 1
Print Gloss W4 Offset, Faper Faper IGT Gloss test ink Offset 1
Print Smoothness W77 Offset, Paper Paper 1GT Density ink Offset 1
Sel-off 2-4-10 [ields: |SO TS 19857 V48, W7 Paper, Ink Paper Paste ink Offset 2
Flexa print W76 Flexo, Paper Coated paper, Paperboard, Foil, Textile, Metal Liguid ink Flexo 2
Toner adhesion (conslant speed) W55 Toner, Paper Papar I1GT Pick test ail My Toner 1
Toner adhesion (increasing speed) W56 Toner, Paper Paper IGT Pick test oil Taner 1
Intaglio Was Intaglin, Paper, Ink Paper, Palymer Intaglin Intaglia 1
Rubber blanket ink absorption W1 Blanket Rubber blankel Paste ink Offset 1
Rubber blanket roughness We2 Blanket Rubber blanket IGT Reughness solution Offset 1
Rubber blanket ink transfer W74 Blanket Rubber blanket Paste ink Offset 2




OVERVIEW AMSTERDAM FAMILY

An Amsterdam multipurpose printability tester with two or more printing shafts, is usually used in a R&D environment, whereas

the single purpose ones (Amsterdam-P, Amsterdam-W, Amsterdam-H) are especially developed for QC purposes. In the

overview beneath, test methods are paired to the required Amsterdam type.

Type of test

AMS-2

AMS-2
BASIC

AMS-1 AMS-1
BASIC

AMS-P

AMS-P  AMS-W AMS-W AMS-H AMS-H  INTAGLIO/ HSIU-4
BASIC BASIC BASIC WESTVACO
INKER

Print penetration

IGT Roughness

Fluff

Strike through

Hydro-expansivity

Pick: IGT 150 3783

Pick: Westvaco

Pick: Wel pick / wel repellence

Pick: Offset (Delamination}

Pick: PassesToFail Index & Curve

Linting

Linting, pre-wetted

Meottle: Print Curve / Index

Mottle: Back Trap Curve / Index

Motitle: Ink Trap Curve / Index

Mottle: Water interference Curve / Index

Gravure 180° / 3607

Heliotest

Gravure Sel-off 4 limes

Print varnish

Ink Trapping (wel on wel) 2C

Ink Trapping (wet on wet) 4C

Colour/density/ink transfer

Halftone Printing

Print Gloss

Print Smoolhness

Set-off 2-4-10 fields: IS0 TS 19857

Flexo print

Toner adhesion (constant speed)

Toner adhesion {increasing speed)

Intaglio

Rubber blankel ink absorplion

Rubber blanket roughness

Rubber blanket ink transfer

s - Analysis

€) - Integrated inking system |:| - Possible
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Helt automatiserat

AMSTERDAM FAMILJ
NAGRA SPECIFIKA EGENSKAPER

Trycktekniker
Amsterdam Multipurpose Printability testare
kan utféra flera utskriftstekniker pa en och samma

t.ex. offset, flexo och djuptryck.

Substrat

En stor mangd olika substrat kan testas,
bland vilka finns papper, kartong, film,
folie och elektroniska material.

Forenklad testning

Testning av ett substrat, black och paverkan av
kombination av dessa kan ha pa tryckbarheten &r
forenklad genom anvandning av en Amsterdam

test av utskrivbarhet.

Analys
Analys baserat pa hogupplosta bilder, gjort
direkt efter testet med en avancerad

beddmningsalgoritm.

Hastighethet

Den konstanta eller 6kande hastigheten, eller en
kombination av bada, kan stallas in per testmetod
upp till 4 m/s, enligt en exakt hastighet

profil.

Tryck skivor

Sjalvjusterande utskriftsskivor, automatiskt i
ratt utgangslage med perfekt noggrannhet
tryckande krafter.

Programvara

Programvaran for drift i Amsterdam férhindrar *
anvandaren fran felaktiga installningar eller felaktig e
utfora ett test. ""'; _—

Dataexport
Enkel dataexport med ett USB-minne till din
eget datasystem i ett strukturerat format,

inklusive skannade bilder.

Amsterdam 6
Amsterdam 6 ar den ultimata

test av utskrivbarhet.

Heliotest: utférande

Heliotest: tryck
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TECHNICAL

Next level IGT printability testers
For quality control and research

AMSE AMS5 AMS2 AMSZ AMS1T AMS1 AMSPF AMSP AMSW AMSW AMSH AMSH
DATA BASIC BASIC BASIC BASIC BASIC
Slandard Tesl Picking | Picking | Picking | Picking ’ .
Method IS0 3783 | 150 3783 | Westvaco | Westvace Hliotest | Heiet
Printing shafts 6 5 2 2 1 1 1 1 1 1 1 1
Camera 1 1 il 1 1 1 1
Doctoring system 2 1 1 1 1 1 1 1
Weight 150 kg 110 kg
Dimensions
(H x W x D) 73 x 63 x60cm 64 x 50 x 60 cm
Forces 100 - 1000 N in steps of 10 N (some tests 50 - 1000 N)
Interval limes 0,2-600sinslepsofl 0,15
Fauet Lippy 100 - 240 Vac, 50/60 Hz, 16 AT
requiremenls
Conslanl speed 0,1 -4,0m/sinsleps ol 0,1 m/s
Aorslarading end 4,0m/sin sleps ol 0,1 m/s
speed
Agerlt Paper Test Equipment AB

Hydraulvigen 2, 616 34 Aby
info@pte.se

+46 83644 40

T TESTING SYSTEMS

IGT Testing Systems Pte. Ltd.
627A Aljunied Road

IGT Testing Systems KK
1229-1, Mawatashi, Sakura-shi

IGT Testing Systems
PO. Box 22022

IGT Testing Systems, Inc.
Arlington Center

1302 CA Almere 543 West Golf Road #08-05 Chiba-ken 285-0804

The Netherlands Arlington Heights IL 60005 Singapore 389842 Japan

Phone : 43120409 9300 UsSA Phone : +65 6742 8993 Phone :+81 (0)43 308 7302
Fax ©+3120409 9339 Phone : +1 847 952 2448 Fax . +65 6742 B9B6 Fax 1 +87 (0)43 308 7304
E-mail : sales@igt.nl Fax @ +1847 9522449 E-mail : singapore@igt.nl E-mail :japan@igt.nl

Internet; www.igt.nl E-mail ; sales-us@igt.nl Internet : www.igt.com.sg Internet: www.igt.jp
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